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50:1 OR
STRUCTURE ANCHOR UNIT | A FLATTER

|GUARDRAIL ANCHOR UNIT

PARALLEL TO LANE

IFLARE RATE| TYPE 350 (50:1 TAPER)
EDGE OF BERM
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BERM ijIDEWALK (PROP. OR FUT.) SIDEWALK SIDEWALK (PROP. OR FUT.) BERM
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(
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;> ,—2'-6" CURB & GUTTER
BERM SIDEWALK (PROP. OR FUT.) SIDEWALK SIDEWALK (PROP. OR FUT_)§ BERM
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EDGE OF BERMJ A— B
GUARDRAIL ANCHOR UNIT |_50:1 OR _| STRUCTURE ANCHOR UNIT
TYPE 350 (50:1 TAPER)| FLATTER |~ PARALLEL TO LANE
FLARE RATE
L VARIABLE
SIDEWALK | | SIDEWALK
MINIMUM GUARDRAIL LENGTHS "L" REQUIRED AT /////”"‘{L__ﬁ r__j}"“\\\\\
BRIDGE APPROACHES ON 2'-6" CONCRETE CURB
AND GUTTER ROADWAYS
DESIGN SPEED (MPH) "L SECTION A-A
40 150’
50 295 | VARIABLE | BERM |

NOTE:

"L" VALUES ARE BASED ON NO HAZARDS
OTHER THAN END OF BRIDGE BEING
PRESENT WITHIN THE CLEAR ZONE.

SEE STD. 862.03 FOR STRUCTURE ANCHOR UNITS.
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SECTION B-B

SIDEWALK
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STANDARD GUARDRAIL PLACEMENT AT BRIDGES WITH 2'-6" CONCRETE CURB AND GUTTER
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ENGLISH STANDARD DRAWING FOR
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